AMENDMENT NO. 1 APRIL 2022 
TO 


IS 2365 : 2018 STEEL WIRE SUSPENSION ROPES 
FOR LIFTS, ELEVATORS AND HOISTS — 
SPECIFICATION 


(Second Revision ) 


(Page 1, clause 1, table) — Substitute ‘1370/1770’ for ‘1370/1779’ for 
Dual tensile grade rope. 


(Page 2, Table 1) — Delete 3 column for steel core (CWR). 


(Page 1, clause 4) — Substitute the following for the existing clause: 


The size of the rope, designated as ‘nominal diameter’ may be preferred as 
one of those given in Tables 1 to 5. However, any other size of the rope not 
covered in these tables may be supplied as agreed between the manufacturer 
and the purchaser. The actual diameter of the rope as supplied shall be within 
+6/-0 percent of the nominal diameter for nominal rope diameter up to 10 mm 
(< 10 mm) and +5/-0 percent for nominal rope diameter larger than 10 mm 
(>10 mm). 


(Page 1, clause 5, Second Sentence) — Substitute ‘can’ with ‘shall’. 


(Page 1, clause 5, Annex A) — Substitute the following for the existing 
clause: 


Values of Rope Grades (RO) in Newton per square millimeter for dual tensile 
grade ropes to calculate minimum breaking force as per IS 6594, for the rope 
diameters not covered in Table 2B (dual tensile), Table 3B (dual tensile), 
Table 4B (dual tensile) and Table 5B (dual tensile) are given in following 
Table A-1. 
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